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U.S. DEPARTMENT OF LABOR
- Occupational Safety and Heaith Administration

~ MATERIAL SAFETY DATA SHEET ™ *“7

Required under USDL Safety and Health Regulations for Ship Repairing,
Shmbunldmg and Shlpbreakmg (29 CFR 1915, 1916, 1917)

Form Approvesd
OMe Ne. s4-R1387

o . SECTION |
MANUFACTURE R'S MAME T . EMERGENCY TELEPHOME NO.
Adcoat, Inc. * (714) 630-7311
AOO?E'/'SZS E}Iz;:g('L%'e o 'iv SK ?quq.ace‘ltia, California 92670

CHE »glet_ mu E AND SYNONYMS

TRADE NAME AND S¥NGMYMS
AC~-814~C-32 Maskant

CreEMICAL ?AMH._V

FORMULA

SECTION Il - HAZARDOUS INGREDIENTS

oo -
TV i LV

PAINTS, PﬂESERVATIV!’, & SOLVENTS % {Units) ALLOYS AND MﬁTALLlC COATINGS % (Units)
PIGMENTS BASE METAL
CATALYST ALLOYS
VEHICLE METALLIC COATINGS

FILLER METAL
SOLvENTS 76 | 100ppm PLUS COATING O CORE FLUX
AGOITIVES OTHERS
OTre AS
HAZARODOUS MIXTURES OF OTHER UOU!DS. $SOLIDS, OR GASES % (J.'::)
Perchloroethylene 001100 ppp

SECTION 1 - PHYSICAL DATA

BOILING POINT (°F.) 2506 F.| seeciFic GrAaVITY (H30e1) 1,619 at 25/25° C
VAPOR PRESSURE (mm wg.) 13 ;glnvcgmk\éczt?ngt 70 [to 72X
VAPOR DENSITY (AI1R=]) 5.76 (EV“"O‘“"“’" “‘:I)‘
soLumiity mwaren 250 C. = 0.015]2/100z
APPEARANCE AND ODORGTEen viscous liquid, perchloroéthylene odor,
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method uid)  None FLAMMABLE LIMITS Lel Ue!
EXTINGUISHING MEDIA ‘
s’(cm féo‘n"t'gig?d'?e%?fraéory equipment.
F'o.TvJuit.ulu. FIRE AND EXM.OSION HAZARDS
PAGE (1) (Continued on reverse side) Form OSHA.20
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